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Abstract 

Purpose: The main raw material for beer production is malt. There is a tendency to use other grain crops in 
the production of beer. The using of unmalted materials gives opportunity for brewers and technologist for 
cost saving. But replacing of malt makes affects the quality of wort and beer. The purpose of the researches 
was to compare quality parameters of 100% malt beers and beer with part of malt replaced by unmalted 
barley. Methods: To solve the given problem the methods of the high-performance liquid chromatography, 
analysis and empirical methods are used. Results: Using a big amount of unmalted grits together with 
external enzymes gives brewers opportunity to receive product in the same composition and quality like 
high-quality product using only malt. Conclusions: For brewing with a very small amount of malt, barley is 
a very good choice for replacing part of it as it has some characteristics of malt. It is possible, economically 
profitable and technically reasoned to replace half of the malt in the grind. But it becomes necessary to use 
exogenous enzymes. 
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1. Introduction 

Barley brewing 

For brewing with a very small amount of malt, 
barley is a very good choice for replacing part of the 
malt, as it has some its characteristics:  

– contains beta-amylase and peptidase 
– can be added to the mash tun, since barley 

starch has a low gelatinization temperature 
– has a husk, which provides good filtration in 

the lauter-tun (with proper crushing) [1-2]. 
It is possible to replace half of the malt in the 

grind. For example, 30% of corn and 70% of malt 
replace 30% of corn grist, 35% of barley and 35% of 
malt, and still produce high-quality beer. But it 
becomes necessary to use exogenous enzymes [3]. 

For experimental part external enzymes from 
Novozymes company were used. 

There two options for brewers where found: 
The first option is specially prepared mixtures 

equivalent to malt: Ceremix 2X L, consisting of 
alpha-amylase, protease and beta-glucanase; 
Ceremix 6X MG, which also contains cellulase and 

pentosanase; and Ceremix Plus MG, which 
possesses all the mentioned activities, including 
thermostable alpha-amylase. Products Ceremix are 
added during mashing. 

The second option is to use as necessary 
individual preparations Ultraflo, Neutrase, 
Fungamyl and Termamyl. 

The first option is simpler; the second option has 
the advantage that the brewer himself can more 
accurately choose a mixture of enzymes suitable for 
a specific composition of the mash. If the part of 
barley used is very high, then the final degree of 
fermentation of the wort will be reduced. It can be 
corrected by adding Fungamyl during fermentation 
or Promozyme - during mashing. 

Brewing with barley and enzymes gives the 
brewer the following advantages:  

– the enzyme dosage can be refined to obtain the 
required level of activity in the mash 

– less dependence on supply fluctuations, the 
price and quality of the malt 

– obtaining a wort with a lower viscosity, which 
means an easier filtration of wort and beer 

– cost reduction. 
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Table 1 
Enzymes and dosage rates 

Conditions: 

Malt Extract content 
75%  

Barley Extract content 
75%  1 

Corn grits Extract content 
75%  

 

2 
70% of malt + 30% of corn grits: 1000 kg of 
extract: 700 kg from malt + 300 kg from corn 

grits 
 

3 
35% of malt + 35% of barley + 30% of corn 
grits: 1000 kg of extract: 350 kg from malt + 
350 kg from barley + 300 kg from corn grits 

 

 Enzymes Activities Dosage rate 

Ceremix 2X 
L 

alpha-amylase, 
beta-glucanase,  

protease 

1.4-1.8 kg per 1 
ton of barley 

during mashing 

Ceremix 2X 
MG 

alpha-amylase, 
beta-glucanase, 

protease, xylanase, 
cellulase 

0.5 kg per 1 per 
ton of barley 

during mashing 

Ceremix 
Plus MG 

alpha-amylase, 
beta-glucanase, 

xylanase, 
cellulase, protease 

0.7-1.0 kg per 1 
ton of barley 

during mashing 

Ultraflo L beta-glucanase, 
cellulase, xylanase 

0.2-0.5 kg per 1 
ton of barley 

during mashing 
Neutrase 

0.8 L neutral protease 0,6-1,0 kg per 1 
ton of grinding 

Fungamyl 
Brew Q 

maltogenic fungal 
alpha-amylase 

1 kg per 1000 hl 
in fermentation 

tank 

Promozyme 
Brew Q 

deamylating 
amylase 

0.5-1.5 kg per 1 
ton of barley 

during mashing 

Finizyme 
250 L 

fungal beta-
glucanase 

0.5 kg per 1000 hl 
in fermentation 

tank or BBT 
 

2. Analysis of the latest research and publications 

The exergetic performance of beer produced by the 
conventional malting and brewing process is compared 
with that of beer produced using an enzyme-assisted 
process. The aim is to estimate if the use of an 

exogenous enzyme formulation reduces the 
environmental impact of the overall brewing process. [5] 

Whilst beers have been produced using various levels 
of unmalted grains as adjuncts along with malt, brewing 
with 100 % unmalted grains in combination with added 
mashing enzymes remains mostly unknown [6].  

The conversion of barley into beer represents 
mankind's oldest and most complex example of 
applied enzymology. Barley is one of the most 
ancient crops, and it has evolved through 
domestication to today as a major world crop based 
on acreage and production. It has great potential to 
reclaim some of its prominence as a food grain, 
largely due to its high nutritional value [7]. 

 
3. Purpose and objectives of the study 

The main raw material for beer production is malt. 
There is a tendency to use other grain crops in the 
production of beer. The using of unmalted materials 
gives opportunity for brewers and technologist for 
cost saving. But replacing of malt makes affects the 
quality of wort and beer. The purpose of the 
researches was to compare quality parameters of 
100% malt beers and beer with part of malt replaced 
by unmalted barley. 

4. Materials and methods of research 

Using a big amount of unmalted grits together with 
external enzymes gives brewers opportunity to receive 
product in the same composition and quality like high-
quality product using only malt. To solve the given 
problem the methods of the high-performance liquid 
chromatography, analysis and empirical methods are 
used. 

5. Research results 

Barley milling  

As for malt milling and for milling of barley suitable 
as a dry or wet method of milling, you need only a 
minimal adjustment. 

 The wet method of milling is well suited in 
which the grains and their husks soften during 
steeping (but only when working with lauter tun) 
[8]. 

 When malt is replaced by a small amount of 
unmalted barley, the barley is mixed with the malt 
before milling, but with a high proportion of the 
barley used it is preferable to mill the barley 
separately using two-rollers mill with a 0.2 mm gap 
between the rollers (normal gap for malt is 0.3-0.5 
mm) [9-10]. 
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Example 1  
As an example of obtaining 1000 kg of extract from 
malt, barley and corn grits, the following variant can 
be proposed: 
 
 

Malt (extract content 76% 475 kg 
Barley (extract content 

68%) 475 kg  Mash 
composition 

Corn grits (extract content 
82%) 400 kg 

Enzyme for 
liquefaction: Termamyl 120 L 0,15 kg 

Ultraflo XL 0,3 kg Enzymes for 
mashing: Neutrase 0.8 L 0,3 kg 

 
 

 
 

Fig. 1. Mashing process, example 1 
 

Corn grits is liquefied separately using 
Termamyl stabilized with a total Ca2 + content of 
about 100 mg / L, with water: additives ratio of 
about 4: 1. Milled malt and barley mashed at the 
temperature of 52 ° C. 

 After 30 minutes the boiled part is added to the 
barley and malt mush to increase its temperature to 
63-66°C. 

 After 60 minutes, the combined mash is heated 
to 76-78 ° C and kept at this temperature until 
complete saccharification. Then the wort separation 
process follows. 

 The wort / beer properties will be similar to the 
wort / beer properties obtained using 70% malt and 
30% corn grits.  
 

Example 2 
Table 2 gives some results of lab tests of mashing 
50% of malt and 50% of barley using the products of 
Ceremix. 

Table 2 
Barley brewing with Ceremix  

(50% malt / 50% barley) 

Parameters, 
units Control Ceremix 

2X L Ceremix 6X MG 

Enzymes 
dosage, w/w 

of barley 
0 0,14 0,1 0,05 0,025

Extract 
content, % 19,15 19,65 19,64 19,65 19,71

Total nitrogen, 
mg /l * 820 1123 1120 1068 945 

FAN, mg/l 131 213 208 184 143 
Viscosity, 
mPa*s * 2,84 1,75 1,59 1,63 1,69 

Beta-glucan, 
mg / l * 2203 <30  <30  <30 114 

* - for 12% 
wort           

 
Example 3  
The results of full-scale tests before the start of using 
barley brewing at the breweries in Bulgaria several 
years ago.  

Table 3 
Raw materials and mashing type 

Control Variant 1 Variant 2 
  

% kg % kg % kg 

Malt 85 5950 60 4200 60 4200 

Barley 15 1050 40 2800 40 2800 

Ceremix 
2X L     0,15 4,2 0,15 4,2 

Mashing 
type decoction infusion decoction 

The technical characteristics of the mashing process 
are in Table 4. 

Table 4  
Technical characteristics of the mashing process 

Characteristics Control Variant 
1 

Variant 
2 

pH during mashing 5,50 5,50 5,50 
Saccharification 

time, min 10-15 10-15 10-15 

Wort filtration time, 
min 208 170 200 

Speed of filtration, l 
/ m2 / min 13,3 15,7 12,9 

Yield, % 68,8 72,3 75,3 
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6. Discussion of results 
 

From the table: 
The saccharification time in experimental brews 

does not differ from the saccharification time in the 
control variant and is within 10-15 minutes. 

For decoction mashing method the filtration 
speed of the experimental wort was almost identical 
to the control. The wort obtained by the infusion 
method had a higher speed of filtration. 

The extract yield in the experimental brews is 
higher than in the control one, and does not depend 
on the amount of used unmalted barley. The yield 
using the decoction mashing method is 3% higher 
than using infusion one. 

 Physico-chemical parameters of the wort 
quality are in Table 5. 

Table 5 
Physico-chemical parameters of the wort quality 

Characteristics Control Variant 
1 

Variant 
2 

Extract, % 9,35 9,15 9,13 
pH 5,25 5,35 5,40 

Color, EBC* 17 17 17 
Viscosity, mPa*s * 1,72 1,70 1,64 
Beta-glucan, mg / l 

* 590 167 339 

Soluble nitrogen, 
mg / l * 826 954 937 

Alpha-amine 
nitrogen, mg / l * 139,00 149,00 142,00 

Zn2 +, mg / l 0,22 0,21 0,23 
* - for 9% wort       

 

It should also be noted that the sugar spectrum 
determined by HPLC (high-performance liquid 
chromatography) were almost identical. As can be 
seen from Table 5 total soluble nitrogen and free 
amine nitrogen are higher in brews using barley and 
enzymes.  

Content analysis of individual amino acids 
shows (together with higher values of free amine 
nitrogen) that the concentration of individual amino 
acids is the same or higher in the experimental brews 
than in the control one. The only amino acid present 
in the experimental brew at a lower concentration is 
arginine, in the control variant, 9.3 mg / 100 ml of 
arginine was found, compared to 8.6 and 8.4 mg / 
100 ml in the experimental brews. 
Finished beer analysis are in Table 6.  

Table 6 
Finished beer analysis 

Characteristics Control Variant 
1 

Variant 
2 

First wort extract 
content, % mass. 9,30 9,14 9,08 

Visible extract,% of 
mass. 2,20 2,10 1,90 

Alcohol,% of mass. 2,91 2,89 2,95 
Apparent degree of 

fermentation,% 76,3 77,1 79,1 

The difference 
between the final 

and reached degree 
of fermentation,% 

0,2 0,4 0,4 

pH 4,4 4,5 4,5 

Color, EBC* 14 13 13 

Viscosity, mPa*s * 1,65 1,58 1,58 

Beta-glucan, mg / l * 211 61 158 
Foam stability, Ross 

and Clark 130 136 136 

VDK, mg/l* 0,31 0,24 0,25 

Esters, mg / l 22,4 27,1 20,3 
Higher alcohols, mg 

/ l 75 79 78 

* - for 9% wort       
 

Surprisingly, that VDK content was high in all 
variants - this could be corrected using the Maturex. 

 
7. Conclusions 

Using big amount of unmalted grits together with 
external enzymes gives brewers opportunity to 
receive wort/beer in the same composition and 
quality like high-quality wort/beer using only malt. 
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Мета: Основною сировиною для виробництва пива є солод. Існує тенденція щодо використання 
інших зернових культур у пивовиробництві. Використання несолоджених матеріалів дає можливість 
пивоварам та технологам знижувати собівартість продукції. Але часткова заміна солоду однозначно 
впливає на якість сусла та готового пива. Основною метою дослідження було порівняти якісні 
показники пива, звареного лише із використанням солоду, та пива, звареного із частковою заміною 
солоду несолодженим ячменем. Методи дослідження: Для розв’язання даної проблеми було 
використано метод високоефективної рідинної хроматографії, аналізу та емпіричний методи 
досліджень. Результати: Використання великої кількості несолоджених матеріалів разом із 
допомогою ферментних препаратів дає пивоварам можливість отримувати продукт такого ж складу 
та якості, як при використанні тільки солоду. Висновки: Для пивоваріння із заміною великої 
кількості солоду, ячмінь є одним із найкращих варіантів, так як має багато характеристик солоду. 
Заміна частини солоду несолодженими матеріалами є можливою, економічно вигідною та технічно 
обґрунтованою при використанні ферментних препаратів. 

Ключові слова: вартість; пиво; солод; ферментні препарати; якість; ячмінь 
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Цель: Основным сырьем для производства пива является солод. Существует тенденция относительно 
использования других зерновых культур в пивопроизводстве. Использование несоложенных 
материалов дает возможность пивоварам и технологам снизить себестоимость продукции. Но 
частична замена солода однозначно влияет на качество сусла и готового пива. Основной целью 
исследования было провести сравнение качественных показателей пива, сваренного с 
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использованием только солода, и пива, сваренного с частичной заменой солода несоложенным 
ячменем. Методы исследований: Для решения данной проблемы было использовано метод 
высокоэффективной жидкостной хроматографии, анализ и эмпирический методы исследований. 
Результаты: Использование большого количества несоложенных материалов вместе с 
использованием ферментных препаратов дает пивоварам возможность получать продукт такого же 
состава и качества, как при использовании только солода. Выводы: Для пивоварения с заменой 
большого количества солода, ячмень является одним из наилучших вариантов, так как обладает 
многими характеристиками солода. Замена части солода несоложенными материалами является 
возможным, экономически аргументированным и технически выполнимым при использовании 
ферментных препаратов. 

Ключевые слова: качество; пиво; солод; стоимость; ферментные препараты; ячмень 
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