
66 ISSN 2074-272X. . 2012. 3 

 621.319.4 
 

. , . , . , . , .  
 

  
. 

,   
 

-
,  

. , 
. 

 
 

, -
.  

, . 
 

-
 ( )  

 [1].  
 

. ,  
. 

-
,  

 
-

. 
 

, -
: 

 S-PVC OXYVINIL 240,  (  1); 
 KSF-70 ,  (  2); 
 S-70-PVC-S Polanvil,  (  3). 

:  
),  (  

Ca  Zn), , . 
 

. 
-

. -
 

REPKON.  
 160,  90. 

-
-
 
 

 Microsoft Ex el. -
 

Graph 3D. 
, 
-
-

 TGA/DSC 
1/1100 SF  DSC 1  METTLER TOLEDO -

 3  10 .  
-

 IEC 60811-1-
1:2004 [2] . 

 –  
6433.1-71 [3]. 

 
 ( ) -

. 
 DSC  ( . 1, . 1) 

, -
, -

 S-PVC 
OXYVINIL 240  KSF-70  S-
70-PVC-S Polanvil. 

 

 
. 1. DSC   

  
 1-3  

 
 

-
,  

 1,  2. 
,  

.  
-
 

.  
. 

 
 

.  
, -

-
 

. 
-

 ( ) -
 ( ) -

 
. 



ISSN 2074-272X. . 2012. 3 67 

 1 
 DSC -

 1-3  
-

, ( ), °  

 
-

 
, (

), 
°

 

 
 

 
,°

 

 
 

, °
 

 
, °

 

, 
/(

) 

 
, °

 

 
, °

 

 , 
°

 

 
S-PVC 240 85,94 89,91 92,14 0,242 – – 246,68 

 
KSF-70 85,49 89,26 92,02 0,226 – – 246,19 

 
S-70-PVC 86,78 88,47 89,42 0,159 – – 245,15 

1 51,77 52,22 52,80 0,175 718,4 183,11 248,52 
2 46,23 53,47 54,17 0,149 168,68 175,57 249,80 
3 44,83 50,44 52,79 0,104 161,63 166,64 248,55 
 

,  
,   

. 
,  

 
-

. -
-

 180 °  190 °  ( . 2). 
 2  

  
 

 
  

1 2 3 
 

 
: 

– 180 ° ,  
– 190 ° ,  

 
 
 

180 
120 

 
 
 

165 
110 

 
 
 

150 
100 

 

 
-

. -
 170-200 °  21,6 , 

38 , 50 , 100 , 125 , 216 . 
-

,  
: 

 [4]  

22 RL
rPP  ,                             (1) 

 – , ;  – , -
, ; 

 – , ; R – , ; 
r – , ; L – , . 

 [4] 

3
4
r
Q ,                                  (2) 

 –  ,  -1; Q – , 
3  (Q =  2 Rh,  h – -

, ; R – , ); r – 
, . 

 [4] 
,                                  (3) 

 

 – , . 
 

,  
 

. 
.  2-4  ,   170  °  

 1   2   
-

 3.  190 °  
,  

 200 ° ,  
. 

 

 
. 2.  

 1-3  
 170 °  8  

 

 
. 3.  

 1-3  
 190 °  8  

 
 

 ( . 5-7) ,  
-

. 
 

, -
, . , 

-



68 ISSN 2074-272X. . 2012. 3 

-
,  

 
. 

4,60

4,70

4,80

4,90

5,00

5,10

5,20

5,30

0,05 0,35 0,52 0,65 0,75 0,83 0,89 0,95
, lg , -1

 
, l

g 
, 

 
 

 

 1 

 2 

 3 

 
. 4.  

 1-3  
 200 °  8  

4,4

4,6

4,8

5,0

5,2

0,05 0,35 0,52 0,65 0,75 0,83 0,89 0,95 

, lg , -1

 
, l

g 
, 

·
 

 

 1 

 2 

 3 

 
. 5. -

 1-3  
 170 °  8  

 

4,4

4,5

4,6

4,7

4,8

4,9

5,0

5,1

0,05 0,35 0,52 0,65 0,75 0,83 0,89 0,95
, lg , -1 

 
, l

g 
, 

·
 

 

  1 
 2 

 3 

 
. 6. -

 1-3  
 190 °  8  

 
, -

,  
. 

-
 170-190 °  ( . 5-7)  

 5,6-8,9 -1 ( . 8). 

 

4,1

4,2

4,3

4,4

4,5

4,6

0,05 0,35 0,52 0,65 0,75 0,83 0,89 0,95
, lg , -1

 
, l

g 
, 

·
 

 

 

 1 

 2  3 

 
. 7. -

 1-3  
 200 °  8  

3,1

3,7

4,4

5,0

3,3 4,5 5,6 6,7 7,8 8,9
, , -1 

 
, 

· 10
4 , 

·
 

 

 

 1 

 2 

 3 3,4

4,1

4,7

 
. 8.  

 1-3  
 190 °  8  

 
, 

, -
. 3 

 
 3  

 
 
  

 
 

 1 2 3 

1 
-
-

 20 ° ,  
3,77·1014 4,17·1014 2,03·1014 

2  
,  246,5 241,8 240,5 

3  
, % 330 340 360 

4 

-
-

 100 ± 2 °  
7 ,  (%) 

250 
(100,4) 

232,8 
(96,2) 

239,3 
(99,5) 

5 

 
 

 
100±2 °  

 7 , % (%) 

300 
(90,9) 

300 
(88,2) 

300 
(83,3) 

 



ISSN 2074-272X. . 2012. 3 69 

-
, -

 IEC 60502-1:2009 [5].  
 1  2  

 
; -

 
 100±2 °  7 . 

-
 1  2 -

, 
-

 180-190 ° ,  
. 

 
 

1. ., ., ., -
. . -

, , . .: , 2000. – 376 . 
2.  IEC 60811-1-1:2004 -

. -
.  1-1. . -

.  
 (  60811-1-

1:2001, IDT). 
3.  6433.1-71 . 

, -
. 

4. -
. -

. – .: . . – 1977. – 244 . 
5.  IEC 60502-1:2009  

 1  
(Um = 1,2 )  30  (Um = 36 ) . 1. -

 1  (Um = 1,2 )  3  (Um = 3,6 ) (  
60502-1:2004, IDT). 
 
Bibliography (transliterated): 1. Karpushenko V.P., Schebenyuk L.A., 
Antonec' Yu.P., Naumenko O.A. Silov  kabel  niz'ko  ta seredn'o  naprugi. 
Konstruyuvannya, tehnolog ya, yak st'. H.: Reg on- nform, 2000. - 376 s.  
2. DSTU IEC 60811-1-1:2004 Mater ali zolyac  ta obolonok 
elektrichnih  optichnih kabel v. Zagal'n  metodi viprobovuvannya. 

Chastina 1-1. Zagal'na priznachen st'. Vim ryuvannya tovschini ta 
zovn shn h rozm v. Viprobovuvannya dlya viznachennya mehan chnih 
vlastivostej ( ES 60811-1-1:2001, IDT). 3. GOST 6433.1-71 Metody 
`elektricheskih ispytanij. Usloviya okruzhayuschej sredy pri normali-
zacii, kondicionirovanii i ispytanii. 4. Teplofizicheskie i reologicheskie 
harakteristiki polimerov Spravochnik pod redakciej akademika Yu.S. 
Lipatova. - K.: Nauk. dumka. - 1977. - 244 s. 5. DSTU IEC 60502-
1:2009 Kabel  silov  z ekstrudovanoyu zolyac yu  armatura do nih na 
nom nal'nu naprugu v d 1 kV (Um =  1,2  kV)  do  30  kV  (Um = 36 kV) 
Chast. 1. Kabel  na nom nal'nu naprugu 1 kV (Um = 1,2 kV)  3 kV (Um 
= 3,6 kV) ( ES 60502-1:2004, IDT). 
 

 13.12.2011 
 

, , ., 
 
" 

 " " 
61002, , , 21 

. (057) 7076663 
 

, ., 
,  
,  

 
 "  " ",  

61099, , . , 7 
. (057) 7545312 

 
Gurin A.G., Chuleyeva O.V., Chuleyev V.L., Shurupova .A., 
Kuleshova .A. 
PVC compounds for insulation of PVC cable-condactor 
products. Thermophysical, reologycal and electrophysics 
properties. 
The article presents results of theoretical and experimental re-
search on polymeric compositions development on the basis of 
PVC of different producers for cable-conductor insulation to 
provide complex technical properties as for manufacturability 
and performance figures. The basic distinctions of thermophysi-
cal, reologycal and electrophysical characteristics are studied 
depending on the PVC used. 
Key words – PVC, polymeric composition, temperature  
of phase transitions, destruction, reologycal properties,  
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