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АНАЛІЗ МОЖЛИВОСТІ ВИКОРИСТАННЯ АНАЛІТИЧНОГО НАБЛИЖЕННЯ  

ДЛЯ ОЦІНКИ ДРУГОЇ І ТРЕТЬОЇ ПОХІДНОЇ ДАЛЬНОСТІ 
Ф.М. Андрєєв, А.В. Статкус 

Розроблена методика оцінки спроможності аналітичних  наближень вищих похідних дальності. Стосовно аналого-
цифрової системи когерентної обробки пачкового сигналу, реалізованої в РЛС НГО типу 5Н86-M, встановлено, що аналітич-
ні наближення є спроможною оцінкою для другої похідної дальності та неспроможною – для третьої похідної дальності.  

Ключові слова: станція радіолокації надобрійного виявлення, аналого-цифрова система когерентної обробки, ра-
діальне прискорення, третя похідна дальності. 

 
EVALUATION OF SUFFICIENCY FOR ANALYTICAL GUESS  

IN ESTIMATION OF SECOND AND THIRD RANGE DERIVATIVE 
F.М. Andreev, A.V. Statkus 

The method of sufficiency evaluation for the analytical guess of range higher order derivatives is developed. Using the method  to 
the analog-to-digital system of  train signal coherent  processing  implemented  in the 5N86-M Early Warning Radar, it is established 
that the analytical guess is sufficient estimation for the range second derivative and insufficient one for the range third derivative.  

Keywords: early warning radar, analog-to-digital system of coherent processing, range acceleration, range third derivative. 
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